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Project example 

Basement staircase 
 
The following combinations are available as default: 
Going: 250mm, 280mm. 
Rise: 170,0mm, 172,5mm, 175,0mm, 177,5mm, 180,0mm. 
Max. stair length is 20 goings. Max. width = 2200mm. 
Additional the basement stair can be ordered with bicycle 
lane in one of the sides. Eventually in both sides (pram lane). 
Because special formwork is needed for staircases with bicycle lanes or with 
lanes for prams those are more expensive than a standard staircase. 

 

Section A-A 

 

Lower step 
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  Lifting and mounting 

 

Foundation 

 

F. F. 

 

Foundation 

 

Top detail 

 

Nosing / groove 

 

Level 

 

Level -20 

 

Tip of step is rounded with r=10mm. 
Bottom of step is rounded with r=20mm. 
Risers slopes 3cm. 

 

 

The sides of the staircase 
are provided with 10x10mm 
groove for back-stopping, 
30mm from the bottom. 

 

 

Stainless M20 threaded rod, l =85mm  

 
down in local recess ø60x40mm.  

 

Joint between staircase / wall 

The joint between staircase and wall 
is 20mm wide as standard, 
this to take in consideration tolerances. 
A soft joint strip is clamped down to the groove. 
Hereafter a light expanding mortar is filled into the 
joint leaving room for an elastic joint at the top. 
Finally the joint is sealed with a weatherproof elastic 
joint filler. 

 

When choosing rises it is always 
recommended to choose a staircase 
that lay higher than the terrain to 
stop the surface water. 

 

The foundation is led to frost free 
level and load carrying subsoil. 
The foundation can eventually be 
substituted by a beam.  

 

            

 

The staircase is supported with solid 
blockings creating a joint of 20mm. 
In the middle of the lower step and 
1/5 from the sides the staircase is 
provided with M20 inserts. 

 

The standard height of the 
front of the staircase is 
400mm. Other heights can 
be agreed by appointment.   

 

 

The staircase is resting on top of a 
200mm wide foundation or beam. 
A 10mm joint should be expected 
where a 10x100mm strip of 
neoprene in full length are placed. 

 

 

 

 

Level 

 

The staircase is provided with 4 lifting inserts 
placed in the risers (this to prevent water 
and frost cracking). 
It is recommended to use lifting strap type 
1240or 1245 from PM Montage-teknik A/S. 
The lifting inserts should be skimmed after 
mounting the staircase. 

 

 

 

   

 


